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Gauge Check Station

Product Benefits
 » Money and labor saving alternative    

 to common valve caps
 » Reduces pressure check time by 65%
 » Designed for high pressure truck tire service
 » Inflate/deflate or gauge directly through DS-1
 » Heat resistent grommets provide    

 additional protection for the extended high  
 temperature running
 » Features tough all metal housing, precision  

 fit brass components and durable, self- 
 

 
sealing o-ring

GCS-A
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Technical Specifications
 » Overall length: 7/8” 
 » Inside thread: .307-32
 » Temperature rated seals:  -40° to 250°F

Associated Products
 » TV-540, 550 & 570 series truck valves
 » HE-370, 380 & 390 series truck valve  

 extensions 
 » N-1600 Ford series truck valve 
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Parts Identification
GCS-A
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A) Inline Particulate Filter (P/N 42008672)

B) Air Pressure Regulator (P/N 05R113AD)

C) Mounting Bracket 

D) Compressed Air Reservoir 

E) Pressure Gauge (P/N 56454010)

F) Standard Bore Testing Port (P/N TV-400)

G) Pressure Relief Valve (P/N SV165)

H) Large Bore Testing Port (P/N H-47)

A

B
G

D
H

E

C

F

Operating Instructions
1) Attach appropriate fitting to the inline particulate filter  
 (A) to accomodate connection to your compressed air  
 supply
2) Attach unit to compressed air supply
3) Turn the air pressure regulator (B) handle 
 counter-clockwise until pressure is removed from the  
 gauge checking station
4) Adjust the air pressure regulator (B) by turning the   
 handle clockwise while observing the pressure gauge  
 (E) until the desired test pressure reading is achieved
5) Push the gauge to be tested firmly onto the testing   
 port (F) and hold until the pressure stabilizes
6) Remove pressure from the unit when not in use


